
 
 
Bryant Symons Technologies BS3-700 Series machines  
For the Diamond Refurbishment of passenger Cabin 
windows 
 
Technical Data 
 
Mainlslide Traverse:     510mm   
Mainslide Traverse Rate:    0-1000mm/min  
Spindle Speed Infinitely Variable:    0-3000 rpm   
Cross Slide “in feed” Traverse:   20mm 
Spindle Power @ 3000 rpm:    3Kw  
Toolslide Traverse:     75mm 
 
Floor Area:     1550mm x 2400mm   
Height (overall):      1360mm  
Headstock Centre Height Above Mainlsdie:  241mm  
Weight::      3040 Kg     
 
Flycutter Spindle:      Model M300 Airbearing   
Roundness of Rotation:     < 0.12 microns MZC 
Axial:      < 0.12 microns   
Mainslide Accuracy:     < 0.12 microns over 300mm   
 
Vibration Isolation:     Pneumatic Isolation Mounts   
 
Air Consumption of Machine:    0.45³ Meters/min   
Pneumatic Line Pressure Required:   6 Bar   
Airbearing Pressure:    4.3 Bar   
Airbearing Axial Load:    200 Kg   
Airbearing radial Load at Spindle Nose:   100 Kg   
 
PLC Control:     Allen Bradley SLC 500  
Touch Screen:      Allen Bradley PV100C  
 
Electrical Equipment::     To Suit 3 Phase Supply  
Internal Control Circuits:    24V Dc  
Probing System:     LTVD Solatron  
Modem       Westermo           

 
Note: Bryant Symons Technologies Ltd reserve the right to change specifications without notice 
Bryant Symons can change specification to suit customers requirment 


